
Fluorescent lighting fixtures 
 

EVFF 
 

 
 

 
 
Installation: 
Zone 1-2 (EN 60079-10) 
CLASS 1 DIVISION 1-2 (NEC) 
CLASS 2 DIVISION 1-2 (NEC) 
 

Gas groups: 
IIA-IIB-IIC (CENELEC EN 50.014) 
GROUPS B-C-D-E-F-G (NEC) 
 

 
Surface temperature: 
TS=100°C (EN 50.014) 
 

 
Protection type: 
EEx-dIIC (EN 50.014 – EN 50.018) 
 

 
Protection degree: 
IP66 (EN 60.529) 
 
   
     

Execution Equipment Certificate 

EEx-d IIC T5 IP66 Lighting Fixture INIEX  88B.103.698X 
INIEX  88B.103.708 

 
 
 
 
Standard materials: 
 

• Marine grade copper free aluminium 
• Stainless steel external screws 
• Borosylicate glass protection tube 
• Galvanized steel protection guard 
• White stove enamelled steel reflector 
• Neoprene sealing ring 
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Fluorescent lighting fixtures 
EVFF 

TECHNICAL CHARACTERISTICS: 
 

MONO AND DUAL FLUORESCENT LIGHTING FIXTURES 
CONVENTIONAL BALLAST 230V - 50/60Hz       FOR LAMPS 26mm Ø  G13 CAP 

DIMENSIONS (mm) TYPE LAMPS A B C D WEIGHT(Kg) DETAIL 

EVFF 18 18W*1 1000 98 87 590 4.50 A 
EVFF 36 36W*1 1600 98 87 1190 5.70 A 
EVFF 58 58W*1 1900 98 87 1490 7.00 A 
EVFF 18B 18W*2 1000 205 205 590 9.00 B 
EVFF 36B 36W*2 1600 205 205 1190 12.20 B 
EVFF 58B 58W*2 1900 205 205 1490 14.70 B 

 
MONO AND DUAL FLUORESCENT LIGHTING FIXTURES 

ELECTRONIC BALLAST 110/280V - 50/60Hz       FOR LAMPS 26mm Ø  G13 CAP 
DIMENSIONS (mm) TYPE LAMPS A B C D WEIGHT(Kg) DETAIL 

EVFF 18EL 18W*1 1000 98 87 590 4.50 A 
EVFF 36EL 36W*1 1600 98 87 1190 5.70 A 
EVFF 58EL 58W*1 1900 98 87 1490 7.00 A 
EVFF 18ELB 18W*2 1000 205 205 590 9.00 B 
EVFF 36ELB 36W*2 1600 205 205 1190 12.20 B 
EVFF 58ELB 58W*2 1900 205 205 1490 14.70 B 

 
MONO AND DUAL FLUORESCENT LIGHTING FIXTURES 

RAPIDSTART BALLAST 120/240V - 50/60Hz       FOR LAMPS 38mm Ø  G13 CAP 
DIMENSIONS (mm) TYPE LAMPS A B C D WEIGHT(Kg) DETAIL 

EVFF 20RS 20W*1 1000 98 87 590 4.50 A 
EVFF 40RS 40W*1 1600 98 87 1190 5.70 A 
EVFF 20RSB 20W*2 1000 205 205 590 9.00 B 
EVFF 40RSB 40W*2 1600 205 205 1190 12.20 B 

 
MONO AND DUAL FLUORESCENT LIGHTING FIXTURES 

CONVENTIONAL BALLAST 230V - 50/60Hz       FOR ‘U’ TYPE LAMPS  2G11 CAP 
DIMENSIONS (mm) TYPE LAMPS A B C D WEIGHT(Kg) DETAIL 

EVFF 18U 18W*1 - 98 87 - - A 
EVFF 24U 24W*1 - 98 87 - - A 
EVFF 36U 36W*1 - 98 87 - - A 
EVFF 18UB 18W*2 - 205 205 - - B 
EVFF 24UB 24W*2 - 205 205 - - B 
EVFF 36UB 36W*2 - 205 205 - - B 
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Fluorescent lighting fixtures  

EVFF 
 

 

REFERENCE DETAILS: 
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Fluorescent lighting fixtures 
 

EVFF 

TECHNICAL CHARACTERISTICS: 
 

DUAL EMERGENCY 
FLUORESCENT LIGHTING FIXTURES 

DIMENSIONS (mm) TYPE LAMPS A B C WEIGHT (Kg) DETAIL 

EVFF 18BE 18W*2 1000 205 220 13.6 C 
EVFF 36BE 36W*2 1600 205 220 17.0 D 
EVFF 18ELBE 18W*2 1000 205 220 13.6 C 
EVFF 36ELBE 36W*2 1600 205 220 17.0 D 
EVFF 20RSBE 20W*2 1000 205 220 13.6 C 
EVFF 40RSBE 40W*2 1600 205 220 17.0 D 

 
SINGLE EMERGENCY 

FLUORESCENT LIGHTING FIXTURES 
DIMENSIONS (mm) TYPE LAMPS A B C WEIGHT(Kg) DETAIL 

EVFF 18E 18W*1 1000 98 220 - E 
EVFF 36E 36W*1 1600 98 220 - E 
EVFF 58E 58W*1 1900 98 220 - E 

 
REMARKS:

1) For fluorescent Ø 20mm lamps – G 13 cap 
(Conventional ballast 230V – 50/60 Hz) 

2) For fluorescent Ø 20mm lamps – G 13 cap  
(Electronic ballast 220/240V – 50/60 Hz) 

3) For fluorescent ‘Rapidstart’ Ø 38mm lamps – G 13 cap 
(Conventional ballast 230V – 50/60 Hz) 
 

Flameproof Emergency lmlt EEx-dIIC to IP 65 EVFE type  
(Certificate of conformity: CES I AD 80.00SX) 
 

REFERENCE DETAILS: 
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