
Junction boxes with screwed cover 
 

GUB 
 

 
 

 
   
Installation:
Zone 1-2 (EN 60079-10) 
CLASS 1 DIVISION 1-2 (NEC) 
CLASS 2 DIVISION 1-2 (NEC) 

Gas groups: 
IIA-IIB-IIC (CENELEC EN 50.014) 
GROUPS B-C-D-E-F-G (NEC) 
 

Surface temperature: 
TS=100°C (EN 50.014) 
 

Protection type: 
EEx-dIIC (EN 50.014 – EN 50.018)

Protection degree: 
IP66 (EN 60.529)     
 
 

Execution Equipment Certificate 
EEx-d IIC T5 IP65  Control and signalling unit CESI AD 83.022 

EEx-d IIC T5 IP65 Switching unit CESI AD 83.023 

EEx-d IIC T6 IP66 Branching unit CESI AD 83.021 

EEx-d IIC T5 IP65 Protection unit CESI AD 83.024 

EEx-d IIC T5 IP65 Control unit CESI AD 84.025 

EEx-d IIC T5 IP65 Supply unit CESI AD 84.023 

EEx-d IIC (ib) T6 IP65 Interface GUB-1 CESI AD 82.223X 

EEx-d (ia) IIC T4 IP65 Control and signalling unit CESI EX-95.D.008 
 
 
Standard materials: 
 

• Marine grade copper free aluminium 
• Stainless steel external screws 
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TECHNICAL CHARACTERISTICS: 

DIMENSIONS (mm)  
TYPE Outside Inside Overall & Fastening Internal 

plate Space for hubs Weight

Detail A A B C D Ø E F G H Ø1 M N O P KG 
GUE-1 135 135 110 75 100 165 135 115 151 7 - - 40 90 90 2.0 
GUB-0 168 168 145 95 135 196 196 170 170 9 110 110 70 120 120 3.3 
GUB-1 198 198 150 104 160 226 226 200 200 9 150 150 70 140 140 4.7 
GUB-3 250 280 155 95 194 314 284 254 284 12 155 155 70 230 230 8.5 
GUB-23 270 310 185 128 225 350 310 275 315 12 180 180 70 250 250 10.5 
GUB-231 270 310 245 190 225 350 310 275 315 12 180 180 100 250 250 16.0 

 
Detail ‘B’ A B C D Ø E F G H Ø1 M N O P KG 
GUB-4 450 450 280 250 390      330 330    41.0 
GUB-5 600 600 245 580 550   630 570 12       

 
 
 
 
REFERENCE DETAILS: 
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